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Compact Cassette - SET-AUTH09KVLA - Reverse Cycle

The 4-way flow cassette provides wide and comfortable airflow to achieve optimum room comfort. The extremely discreet and non-intrusive compact grille design sits level with the ceiling.
This model uses R32 refrigerant, which has a 67 per cent lower �Global Warming Potential Factor� whilst still maintaining the performance of the air conditioner.
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Key features

SET-AUTH09KVLAINFORMATION SHEETPRODUCT



Automatic Fan Speed Adjustment

Filter Sign

Select appropriate intervals for displaying the filter sign on the indoor unit according to the estimated amount of dust in the air of the room.

i-PAM

i-PAM inverter technology enables high output and high efficiency performance.

10°C Heat Operation

The room temperature can be set to go no lower than 10°C, thus ensuring that the room does not get too cold when not occupied.

Blue Fin Heat Exchanger

Corrosion-resistance of the heat exchanger in coastal areas has been improved by blue fin treatment of the outdoor unit heat exchanger.

Washable Panel

Dust that accumulates on the air conditioner can be easily cleaned with a damp cloth.

Automatic Air Flow Adjustment

The micro-processor automatically adjusts the air flow to follow changes in room temperature.

Automatic Louvre

The position of the louvres is set automatically to match the operating mode. It is also possible to adjust the louvres using the remote control.



Key features

V-PAM

v-PAM inverter technology increases the maximum output of the compressor significantly and enables high power and high efficiency.

All DC

With All DC, electricity loss is decreased and power consumption reduced.

Super Quiet Mode

The indoor units fan can operate at a low speed to produce quieter operation.

Sleep Timer

The micro-processor gradually changes the room temperature, allowing you to sleep comfortably at night.

Removable Intake Grill

The indoor unit�s intake grille can be removed for easy cleaning and maintenance.

On-Off Timer

ON-OFF timer can be set to operate once every 24 hours.

Economy Mode

Limits the maximum operation current, and performs operation with the power consumption suppressed.

Up/Down Swing Louvre

The up/down louvre automatically swings up and down.

Auto Restart

Should there be a temporary loss of power, the unit will automatically restart itself in the same operating mode, once the power is restored.

Program Timer

This timer allows selection of one of four options. ON, OFF, ON ��> OFF, or OFF ��> ON.



Specifications

Model No.
Outdoor Unit AOTH09KBTA

Indoor Unit AUTH09KVLA

Operation Type Reverse Cycle

Power Source V / Ph / HZ 230 / 1 / 50

Capacity
Cooling KW 2.50 (0.9 - 3.6)

Heating KW 3.20 (0.9 - 4.5)

Input Power
Cooling KW 0.56

Heating KW 0.76

EER Cooling kW/kW 4.46

COP Heating kW/kW 4.21

Star Rating
Cooling 3.5

Heating 3.5

Noise Level

Indoor Sound Pressure (High / Quiet )
Cooling dBA 33 / 28

Heating dBA 34 / 27

Outdoor Sound Pressure (Cooling / Heating) dBA 41 / 46

Outdoor Sound Power dBA 59

Electrical

Power Requirement 230

MCB / Cable Size (mm) 1.5

Interconnecting Wires / Size (mm) 1.5

Recommended Breaker Size (amps) 10

Maximum Operating Current (amps) 7.4

Refrigerant

Refrigerant Type R32

Charge (g) 850

Pre Charged (M) 15

Maximum Pipe Length (M) 20

Minimum Pipe Length (M) 5

Maximum Pipe Height (M) 15

Additonal Refrigerant Charge (g) Per M 20

Pipe Sizes Suction / Liquid (mm) 9.52 / 6.35

Refrigeration Pipes Connection Method



Technical Data - Cooling

NOTE: Values calculated are based on maximum capacity

Technical Data - Heating

NOTE: Values calculated are based on maximum capacity

AFR: Airflow Rate (m3/min) / High Fan Speed 389 |/s
TC: Total Capacity (KW)
SHC: Sensible Heat Capacity (kW)
IP: Input Power (kW)


